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INFORMATION STATEMENT

1.  THE SUBJECT PROPERTY IS KNOWN AS TAX MAP 5172, GRID H9 & J8 & J9, PARCEL 0523.

2.  EXISTING TOPOGRAPHY AND SURFACE FEATURES ARE SHOWN BASED ON TOPOGRAPHIC SURVEY
     PERFORMED BY DEPARTMENT OF NATURAL RESOURCES ON JUNE 24, 2016 AND LIDAR FROM THE EASTERN SHORE GIS COOPERATIVE COLLECTED IN 2014.

3.  THE COORDINATES, BEARINGS, AND ELEVATIONS SHOWN HEREON ARE BASED ON THE MARYLAND STATE
     SYSTEM OF PLANE COORDINATES NAD 83.

4.  EXISTING UTILITIES AND OBSTRUCTIONS HAVE BEEN SHOWN FROM AVAILABLE RECORDS AND SHALL BE VERIFIED BY THE CONTRACTOR TO HIS SATISFACTION
PRIOR TO CONSTRUCTION.  OWNER/DEVELOPER, NOR UNDERWOOD  & ASSOCIATES WARRANTS OR GUARANTEES THE ACCURACY OR NEITHER THE ANNE
ARUNDEL COUNTY DEPARTMENT OF PUBLIC WORKS, THE COMPLETENESS OF THE EXISTING UTILITY INFORMATION SHOWN HEREON.  CONTRACTOR SHALL
TAKE ANY AND ALL PRECAUTIONS NECESSARY TO AVOID DAMAGE TO EXISTING UTILITIES, AND ANY DAMAGE TO THEM RESULTING FROM HIS OPERATIONS
SHALL BE IMMEDIATELY REPAIRED AT HIS EXPENSE.  AS A MINIMUM PRECAUTION, CONTRACTOR SHALL NOTIFY MISS UTILITY (800-257-7777) AT LEAST FIVE
DAYS PRIOR TO ANY EXCAVATION, BORING, PILE DRIVING, DIGGING, OR OTHER CONSTRUCTION ACTIVITY TO OBTAIN FIELD LOCATIONS OF EXISTING GAS,
ELECTRIC, WATER, SEWER, OR TELEPHONE LINES, SHALL DETERMINE THE LOCATION OF ANY TELEVISION CABLES IN THE VICINITY OF THE WORK AREA, AND
SHALL PROVIDE ANY REQUIRED BRACING OF POWER POLES IN THE VICINITY OF THE WORK AREA AT HIS EXPENSE.  UTILITIES SHALL BE RELOCATED AT OWNER'S
EXPENSE ONLY WITH OWNER'S SPECIFIC WRITTEN APPROVAL.

5.  CONTRACTOR SHALL BE RESPONSIBLE FOR REPLACING OR RESTORING TO ORIGINAL CONDITION ANY EXISTING  FENCES, PAVED AREAS, SIDEWALKS,
MAILBOXES, ETC. THAT ARE REMOVED OR DAMAGED DURING CONSTRUCTION AND ALL DISTURBED AREAS SHALL BE RETURNED TO THEIR ORIGINAL
CONDITION, UNLESS OTHERWISE INDICATED.

6.  UNLESS OTHERWISE NOTED, ALL CONSTRUCTION METHODS SHALL BE IN ACCORDANCE WITH THE LATEST ANNE ARUNDEL COUNTY DETAILS AND
SPECIFICATIONS.

7.   IT SHALL BE DISTINCTLY UNDERSTOOD THAT FAILURE TO MENTION SPECIFICALLY ANY WORK THAT WOULD NATURALLY BE REQUIRED TO COMPLETE THE
PROJECT SHALL NOT RELIEVE THE CONTRACTOR OF HIS RESPONSIBILITY TO PERFORM SUCH WORK.

8. THESE DRAWINGS DO NOT INCLUDE THE NECESSARY COMPONENTS FOR CONSTRUCTION SAFETY.  ALL CONSTRUCTION MUST BE DONE IN COMPLIANCE
WITH THE MOST CURRENT VERSION OF OSHA STANDARDS AND/OR REGULATIONS.

9.  IT SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR TO NOTIFY THE ENGINEER OF ANY DEVIATION TO THIS PLAN PRIOR TO ANY CHANGE BEING MADE.
ANY CHANGE IN THIS PLAN WITHOUT WRITTEN AUTHORIZATION FOR SAID CHANGE FROM THE ENGINEER SHALL BE THE RESPONSIBILITY OF THE CONTRACTOR
OR SUBCONTRACTOR.  SAID CHANGES MAY WARRANT COUNTY REVIEW AND APPROVAL.

10. THE CONTRACTOR SHALL NOTE THAT IN THE CASE OF A DISCREPANCY BETWEEN THE SCALED AND THE FIGURED DIMENSIONS SHOWN ON THESE PLANS, THE
FIGURED DIMENSION SHALL GOVERN.

11. THE CONTRACTOR SHALL BE RESPONSIBLE FOR COORDINATION OF HIS CONSTRUCTION WITH CONSTRUCTION BY OTHER CONTRACTORS.

12. THESE DRAWINGS SHALL BE USED ONLY FOR:
      --  INSTALLATION OF SEDIMENT CONTROL MEASURES
      --  CLEARING AND GRADING
      --  INSTALLATION OF ONSITE STREAM RESTORATION.

GENERAL NOTES

MARYLAND DEPARTMENT OF THE ENVIRONMENT
EROSION AND SEDIMENT CONTROL

1B. CONSULTANT:
     UNDERWOOD & ASSOCIATES
    1753 EBLING TRAIL
     ANNAPOLIS, MARYLAND  21401
     BUSINESS PH.  (OFFICE) 410.849.3211

1C. ENGINEER:
      DAVID J. WALLACE P.E.
      701 CHESAPEAKE AVENUE
      ANNAPOLIS, MARYLAND 21403
      BUSINESS PH. 410.544-1225

1A. OWNER/ DEVELOPER:
      STATE OF MARYLAND
      NEW CUT ROAD
      SEVERN RUN STATE PARK
      C/O LAND & PROPERTY MGNT E-3
      580 TAYLOR AVE, TAWES BLDG
      ANNAPOLIS MD 21401-2352

J A B E Z  B R A N C H  -  T R I B U T A R Y  3

REGENERATIVE STREAM CHANNEL RESTORATION PROJECT
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DAVID J. WALLACE, P.E.
701 CHESAPEAKE AVENUE

ANNAPOLIS, MARYLAND 21403
BUSINESS PH. 410.544.1225

DAVID J. WALLACE, P.E.

PROFESSIONAL CERTIFICATION

I, DAVID J. WALLACE, CERTIFY THAT THESE
DOCUMENTS WERE PREPARED BY OR APPROVED BY
ME, AND THAT I AM A DULY LICENSED
PROFESSIONAL ENGINEER UNDER THE LAWS OF THE
STATE OF MARYLAND.  LICENSE NO. 11466
EXPIRATION DATE: MAY 28, 2023.

Sheet No.

2. GENERAL DESCRIPTION OF PREDOMINATE SOIL TYPE:
  SMF - Sassafras and Croom soils, 25 to 40 percent Slopes
  Hydrologic Soil Group Rating - C.

3. EXISTING ZONING IS OPEN SPACE AND RESIDENTIAL LOW DENSITY.

4. PROPERTY CAN BE FOUND AT TAX MAP 5172, GRID H9 & J8 & J9, PARCEL 0523.

5. Total area of site is: 8,827,280.6 square feet = 202.65 Acres
    Total area disturbed is: 395,761.79 square feet =9.09 Acres±

6. Total cut on site: 4,505.88 CU YDS    Total fill : 10,731.97 CU YDS

    Note: Cut and Fill quantities provided do not represent bid quantities. These quantities do not distinguish between topsoil, structural fill or embankment
             material, nor do they reflect consideration of undercutting or removal of unsuitable material The contractor shall familiarize himself with site
             conditions which may affect the work.
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STABILIZED CONSTRUCTION ENTRANCE
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RIFFLE GRADE CONTROL STRUCTURE
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STRUCTURE

LOD

BENCH MARK

LIMIT OF DISTURBANCE (L.O.D.)

REINFORCED SILT FENCE

WOOD FENCE

BOULDER STABILIZATION

TEMPORARY SAND BAG DIKE

STABILIZED CONSTRUCTION ACCESS

EXISTING FEATURES

OVERALL LEGEND

PROPOSED FEATURES

MAJOR CONTOURS

MINOR CONTOURS 12

10

SEDIMENT AND EROSION CONTROL FEATURES

FILTER LOG FL-12

TREE PROTECTION FENCING TPF

APPROVALS

11466

DAVID J. WALLACE

701 CHESAPEAKE AVENUE
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MARYLAND DEPARTMENT OF THE ENVIRONMENT
NONTIDAL WETLAND AND WATERWAYS

ARMY CORPS OF ENGINEERS

PERMITS PERMITS #

XXXX

ANNE ARUNDEL COUNTY
GRADING

ANNE ARUNDEL SOIL CONSERVATION DISTRICT
EROSION AND SEDIMENT CONTROL

BUILDING

TREE

ZONING BOUNDARY

19-NT-0023

201960213

XXXX

XXXX

COPYRIGHT: ADC THE MAP PEOPLE
PERMITTED USE NO. 20113300

SEQUENCE OF CONSTRUCTION

1. STAKE OUT, FLAG, OR OTHERWISE DELINEATE THE LIMIT OF DISTURBANCE. (3 DAYS)

2. NOTIFY APPLICABLE STATE AND COUNTY AGENCIES THAT WORK WILL COMMENCE IN 10 DAYS.  NOTIFY THE DEPARTMENT OF INSPECTIONS AND

PERMITS (410-222-7780) AT LEAST 48 HOURS BEFORE COMMENCING WORK.  WORK MAY NOT COMMENCE UNTIL THE PERMITTEE OR THE

RESPONSIBLE PERSONNEL HAVE MET ON SITE WITH THE SEDIMENT AND EROSION CONTROL INSPECTOR TO REVIEW THE APPROVED PLANS.

(1 DAY)

3. INSTALL STABILIZED CONSTRUCTION ENTRANCES AND ANY OTHER PERIMETER SEDIMENT AND EROSION CONTROL DEVICES AS SHOWN ON THE

APPROVED PLANS. (3 DAYS)

4. AFTER OBTAINING APPROVAL FROM THE SEDIMENT AND EROSION CONTROL INSPECTOR, COMMENCE CLEARING & GRUBBING AND

CONSTRUCTION OF THE STABILIZED CONSTRUCTION ACCESS AS DEPICTED ON THE APPROVED PLANS.  ANY REMAINING SEDIMENT AND

EROSION CONTROL DEVICES ARE TO BE INSTALLED AS THEY ARE REACHED.  THE STABILIZED CONSTRUCTION ACCESS IS TO BE INSTALLED AT

OR ABOVE FINAL GRADE WITH APPROPRIATE MATERIALS - THIS MAY REQUIRE EXCAVATION AND REPLACEMENT OF UNSUITABLE MATERIAL.

THE EXISTING STREAM CHANNEL IS TO BE FILLED WITH APPROPRIATE MATERIALS TO PROVIDE DRY WORKING CONDITIONS.  (30 DAYS)*

5. CONSTRUCT COBBLE RIFFLES, SAND BERMS, AND LOG SILLS IN ACCORDANCE WITH THE APPROVED PLANS. (70 DAYS)*

6. STABILIZE ALL REMAINING DISTURBED AREAS AND PREPARE FOR PLANTING. (5 DAYS)*

7. PLANT SITE ACCORDING TO PLANTING PLAN AND SPECIFICATIONS. (5 DAYS) *

*NOTE: THIS PROJECT CAN BE COMPLETED IN SECTIONS BY FOLLOWING STEPS 4 THROUGH 7 IN SEQUENCE.  AS SECTIONS OF THE PROJECT

             ARE COMPLETED, THE CONTRACTOR MAY BEGIN TO CEASE DEWATERING OF THOSE SECTIONS AND ALLOW NATURAL WATER FLOW

             THROUGH THOSE SECTIONS.

8. ONCE THE SITE IS 95% STABILIZED AND WITH APPROVAL OF THE SEDIMENT AND EROSION CONTROL INSPECTOR, REMOVE ALL REMAINING

EROSION AND SEDIMENT CONTROL DEVICES. (1 DAY)

TOTAL PROJECT DURATION: 118 DAYS

PROJECT OUTCOMES

STREAM RESTORATION

WETLAND ENHANCEMENT

WETLAND CREATION / RESTORATION

SHALLOW AQUATIC BEDS

NATIVE PLANTINGS
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GRADING NOTES:

· UTILIZE TREE MOUNDS/WELLS AS REASONABLE TO PROMOTE THE SURVIVAL OF MATURE, NATIVE FOREST

· BOULDER OUTCROPS SHALL BE UTILIZED TO STABILIZE STEEP SLOPES (<2:1) EQUAL OR GREATER THAN 3 FEET IN HEIGHT

· COARSE WOODY MATERIAL IS TO BE SECURELY PLACED  AT CONTRACTOR'S DISCRETION TO PROMOTE HABITAT DIVERSITY

· IRRIGATION CURTAIN - INSTALL AS NEEDED TO PROMOTE BASEFLOW OVER INSTALLED COBBLE RIFFLES.  IRRIGATION CURTAINS SHALL BE LOCATED

IMMEDIATELY UPSTREAM OF A WEIR/BERM IN THE EXISTING DITCH/CHANNEL.  AN IRRIGATION CURTAIN IS INSTALLED BY DISRUPTING THE INSTALLED

PEA GRAVEL TREATMENT SEAM AND INSTALLING LESS POROUS MATERIALS (EG. CLAY) AS DETERMINED TO BE NECESSARY.  CONSULT WITH

ENGINEER FOR MORE DETAILS.

· WHILE GRADING IS REPRESENTED ON THIS PLAN AS PERFECT SLOPES AND ARCS, IT SHOULD BE NOTED THAT ROUGH GRADES THAT PROMOTE

MICRO-TOPOGRAPHY ARE DESIRABLE FOR HABITAT RESTORATION.

· ONLY 2' CONTOURS ARE SHOWN TO REDUCE CLUTTER - REFER TO PROFILES, CROSS-SECTIONS, AND DETAILS FOR ADDITIONAL INFORMATION.
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PROFILE
SCALE: HORI. 1"=40', VERT. 1"=4'

PROFILE NOTES:

· PROPOSED PROFILE IS DRAWN  AT PROPOSED ALIGNMENT WHICH DOES NOT NECESSARILY COINCIDE WITH EXISTING OR PROPOSED THALWEG OF STREAM.  EXISTING STREAM

CENTERLINE IS ESTIMATED AND IS INCLUDED FOR INFORMATIONAL PURPOSES ONLY - REFER TO PLAN VIEW AND CROSS SECTIONS FOR MORE DETAILS.

· IRRIGATION CURTAINS SHALL BE INSTALLED AS NEEDED TO PROMOTE BASEFLOW OVER INSTALLED COBBLE RIFFLES.  IRRIGATION CURTAINS SHALL BE LOCATED IMMEDIATELY UPSTREAM

OF A WEIR/BERM IN THE EXISTING DITCH/CHANNEL.  AN IRRIGATION CURTAIN IS INSTALLED BY DISRUPTING THE INSTALLED PEA GRAVEL TREATMENT SEAM AND INSTALLING LESS POROUS

MATERIALS (EG. CLAY) AS DETERMINED TO BE NECESSARY.  CONSULT WITH ENGINEER FOR MORE DETAILS.
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WIDTH VARIES
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RIFFLE WEIR GRADE CONTROL

BOULDER  SECTION
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1

RIFFLE WEIR GRADE CONTROL STRUCTURE  PLAN VIEW

SILICA COBBLE

d    VARIES

F
L
O

W

SANDSTONE

BOULDER

500 - 6,000 LB

GRADE CONTROL

(TYP.)

BOULDER

FOOTER

(SUBMERGED)

POOL

SHALLOW AQUATIC BED

POOL

SHALLOW AQUATIC BED

VARIES (SEE WEIR DATA TABLE)

WIDTH VARIES

(SEE WEIR DATA TABLE ON THIS SHEET )

50

3

2

0

1

2

3

N.T.S.

EX. STREAM INVERT

EXISTING STREAM INVERT

BANKRUN GRAVEL AND SAND 80%

WOOD CHIPS 20%

CUT PIPE AND REMOVE

DOWNSTREAM SECTION AS

THE WEIRS AND POOLS ARE

INSTALLED

4" PERFORATED FLEXIBLE

DIVERSION PIPE PLACED AT

THE BOTTOM OF INCISED

STREAM CHANNEL

FINISHED WATER

SURFACE ELEVATION

(WSE)

EXISTING

OUTFALL

1. INSTALL DIVERSION PIPE ALONG THE STREAM INVERT FROM THE SOURCE OF THE WATER TO THE DOWNSTREAM END OF PROJECT TO CONVEY BASEFLOW, ENSURING THAT DISCHARGE

LOCATION IS STABLE.

2. BEGIN CHANNEL FILLING OPERATION, STARTING AT THE UPSTREAM END, WORKING DOWNSTREAM.  INSTALL 6" OF SHREDDED HARDWOOD MULCH ON SURFACE TO CREATE STABILIZED

CONSTRUCTION ACCESS.  ENSURE A STABLE SUBSTRATE BEFORE INSTALLING WEIR.  THIS CAN BE ACHIEVED BY EXCAVATING UNSUITABLE MATERIAL AND REPLACING WITH SUITABLE MATERIAL

OR LAYING CONCRETE SAND & GRAVELS AND COMPACTING WITH WIDE TRACKED HEAVY MACHINERY (>30 TONS) UNTIL A SOLID BASE IS ACHIEVED.

3. INSTALL DOWNSTREAM MOST WEIR. SUGGESTED SEQUENCE OF CONSTRUCTION IS TO PLACE FOOTER BOULDERS, STACK COBBLES UPSTREAM OF FOOTER BOULDERS, COMPACT COBBLES BY

TRACKING WITH WIDE TRACKED HEAVY MACHINERY (>30 TONS) TO ENSURE COBBLES ARE LOCKED TOGETHER, AND PLACE COBBLE APRON DOWNSTREAM OF FOOTER BOULDERS TO REACH

RECEIVING POOL BOTTOM.  SMALL AND LARGE STONES MUST BE MIXED TO MINIMIZE VOID SPACES AND PLACED IN A MANNER TO PROMOTE INTERLOCKING. BUILD AS CLOSE TO DESIGNED

PLANS/SPECIFICATION AS POSSIBLE WHILE RECOGNIZING THAT OVERBUILDING IS PREFERABLE TO UNDERBUILDING GIVEN NATURAL SETTLING OF MATERIALS AND MOVEMENT IN HIGH FLOW

EVENTS. EXCAVATE FILL MATERIAL OF FIRST POOL, JUST UPSTREAM OF WEIR.  ONCE COMPLETE, AND POOL IS STABILIZED, CUT DIVERSION PIPE JUST BELOW NEXT UPSTREAM WEIR LOCATION.

REMOVE PIPE BELOW FIRST WEIR.

4. WHILE BASEFLOW IS DISCHARGING INTO FIRST POOL, BEGIN INSTALLATION OF SUBSEQUENT WEIR.  PROCEED THIS SEQUENCE UPSTREAM UNTIL PROJECT COMPLETION.

CHANNEL FILL/STABILIZED CONSTRUCTION ACCESS CROSS-SECTION DETAIL

N.T.S.

 C C

 L

14 FEET (TYP)

SAND &

WOODCHIP

MIXTURE

EXISTING GRADE

6" WOODCHIP LAYER
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SLOTTED HDPE PIPE BEDDED IN PEA GRAVEL

INSTALL AS NECESSARY TO MAINTAIN DRY CONDITIONS

6" WOODCHIP LAYER

INSTALLED ON GRADE INSTALLED IN CHANNEL

SURFACE OF STABILIZED CONSTRUCTION ACCESS

6" OF SHREDDED HARDWOOD MULCH

PROPOSED GRADE

TYPICAL R.S.C. INSTALLATION SEQUENCE

(PROFILE SHOWN AT THALWEG)

N.T.S.

500 - 6,000 LB

SANDSTONE

BOULDER

RIFFLE WEIR GRADE CONTROL DETAIL

NOT TO SCALE

PROFILE VIEW

CROSS SECTION VIEW

3'

F

L

T

D

W

W

L

PLAN VIEW

COBBLE & GRAVEL APRON

FOOTER BOULDERS

EXTEND BELOW BOTTOM

OF RECEIVING POOL

BASEFLOW WSE

SAND & GRAVEL

FILL EX. CHANNEL

EXISTING

SUBSTRATE

COBBLES

CREST ELEVATION

WEIR CREST

SAND BERM / LEVEL SPREADER

TIE WEIR TO GRADE AT 0% SLOPE

(TYP)

SAND & GRAVEL

FILL EX. CHANNEL

WEIRS

(CREST

ELEVATION)

LENGTH

[L] (FT)

WIDTH

[W] (FT)

DEPTH

[D] (FT)

THICKNESS

[T] (FT)

ROCK SIZE

d

50

 (IN)

FALL

[F] (FT)

35 - 15

14 & 12

20

40

1

2

120

120

2

2

2

2

9

9

SPECIFICATIONS TABLE

CONTOURS

EXISTING

SUBSTRATE

T

38

N.T.S.

CASCADE - CROSS SECTION

c

Copyright 2007 Underwood & Associates

6

SANDSTONE BOULDERS

(3'x2'x2' TO 6'x2'x2')

FILL VOIDS OF

SANDSTONE WITH 6" TO

12" COBBLE, USING

LARGER COBBLES FIRST

PONDED WSE.

BOULDERS CONTINUE

UNDERWATER UNTIL

POOL BOTTOM

CASCADE SHALL TAKE THE

SHAPE OF A HORSESHOE

SHAPED CANYON RATHER

THAN A FLAT FACED WALL

LOCATION

STREAM

RESTORATION

COARSE WOODY DEBRIS

1. SILL SHALL TIE BACK INTO VALLEYS SLOPE AND RIFFLE 1' MINIMUM.

2. SILLS SHALL BE FIELD LOCATED TO AVOID SIGNIFICANT IMPACTS TO EXISTING TREES/ROOTS. INSTALLATION OF SILLS SHALL INCLUDE

MINIMAL EXCAVATION, AND SHALL BE PUSHED BELOW GRADE AS NECESSARY WHERE POSSIBLE.

3. JOINTS BETWEEN 2 ABUTTING LOGS SHALL BE STAGGERED SO THAT THEY ARE NO CLOSER THAN 2' FROM JOINTS ON SECOND ROW.

4. TOP OF LOG SILL SHALL BE INSTALLED AS LEVEL POSSIBLE AT THE TOP ELEVATION OF THE BERM THAT CONNECTS TO THE ADJACENT

WEIR (WEIR CREST ELEVATION + CONSTRUCTED DEPTH).

STREAM
FLOW

LOG SILL DETAIL

N.T.S.

CROSS SECTION VIEW

PLAN VIEW

NOTES

LIVE POST ANGLED ~30% UPSTREAM

EXTEND MINIMUM 1' ABOVE TOP OF SILL

BURY MINIMUM 2' INTO EXISTING GROUND

TOP OF LOG RESTS AVG 24" ABOVE FLOODPLAIN

MINIMUM 24" DIAMETER, LARGER PREFERRED

BURY LARGER LOGS AS NECESSARY TO REACH 24"

FILL VOIDS BETWEEN LOGS WITH SAND AND GRAVEL
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ACCESS

SEDIMENT AND EROSION CONTROL NOTES:
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GRASS SEED BLEND AT THE END OF EACH DAY. ONLY DISTURB THAT
AREA WHICH CAN BE STABILIZED IN ONE WORKING DAY.

· MINIMIZE CLEARING WITHIN THE APPROVED LIMITS OF DISTURBANCE AND

TAKE SPECIAL CARE TO AVOID IMPACTS TO MATURE, NATIVE FOREST
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TREE PROTECTION FENCE DETAIL

2"x2" WOODEN STAKES

PLASTIC FENCE, WRAPPED AROUND

TREE AND FASTENED TO STAKES

OR METAL T-POSTS

AASCD - 2019 SPSC STABILIZATION NOTES

TEMPORARY STABILIZATION:

TEMPORARY STABILIZATION FOR ANY AREA OF EARTH DISTURBANCE AROUND THE POOLS AND

RIFFLE ZONES OF A SPSC (E.G. STEP POOL STORM CONVEYANCE SYSTEM) SHALL BE CONSIDERED

ACHIEVED WHEN UNIFORMLY COVERING THE AREA WITH 2 TO 4 INCHES OF WOOD CHIPS.  ANNUAL

RYE MAY BE UTILIZED FOR THE TEMPORARY SEEDING APPLICATION PERIOD FOUND UNDER THE

ANNE ARUNDEL SOIL CONSERVATION DISTRICT'S (AASCD) VEGETATIVE ESTABLISHMENT

SPECIFICATION OR 2011 STANDARDS AND SPECIFICATIONS FOR SOIL EROSION AND SEDIMENT

CONTROL.

PERMANENT STABILIZATION:

PERMANENT STABILIZATION FOR AN AREA OF EARTH DISTURBANCE OF A SPSC SHALL BE

CONSIDERED ACHIEVE WHEN THE AREA IS COVERED WITH 2 TO 4 INCHES OF COMPOST (APPLIED

OVER ANY WOODCHIPS USED FOR TEMPORARY STABILIZATION) OR 2 TO 4 INCHES OF WOODCHIPS

TRACKED INTO SOIL AND A (NATIVE PLANTS) PLANTING PLAN HAS BEEN IMPLEMENTED,

REGARDLESS OF SOIL TREATMENT.
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PLANTING NOTES:
· SEE PLANTING DETAILS FOR PLANT SCHEDULE
· CONTRACTOR TO USE TOTALS IN PLANT SCHEDULE FOR MITIGATION PURPOSES
· SUBSTITUTIONS AND ADDITIONS OF SIMILAR PLANTS FROM THE USFWS CHESAPEAKE NATIVE PLANT GUIDE ARE ACCEPTABLE

· PLANT LOCATIONS APPROXIMATE - PLANTINGS SHALL BE PLACED BASED ON FINAL SITE CONDITIONS
· CONTRACTOR TO LEAVE A 6' WIDE PATH ALONG THE TOPS OF BERMS TO ALLOW FOR ADAPTIVE MANAGEMENT
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· CONTRACTOR TO USE TOTALS IN PLANT SCHEDULE FOR MITIGATION PURPOSES
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